








Bulk head A (continued)

System Performance: Safe

User Weight 310lb 310Ib 130lb
Number of Users/System 2 1 2

Free Fall (FF) 5.0' 5.0' 5.0'
HLL V-Deflection (V) 2.7 2.1 2.7'
Lanyard and VLL Stretch (L) 0.0' 0.0' 0.0'

In Line Absorber Deployment 11 07' 11
Zorber Deploy

Personal Energy Absorber Deployment 35 35 05’

EA Deploy

Total Fall Distance with Safety Margin (TFD) 14.9' 13.9' 11.9'
Arrest Force per User 811.5lb 810.4lb 808.91b
Acceleration ('g-Force') per User 2.69 2.69 6.29
Peak Specified System Load 1,777.11b 1,260.6lb 1,773.7lb
Notes:

® If the user is using a stretch harness add 2ft to the Total Fall Distance.

® Reducing Free Fall lowers potential impact on user.

® For information only. Not for construction unless provided as part of a complete design package.

® System performance depicted here requires use of components as described by Connection Details.

Flexible Lifeline Systems

2437 Peyton Rd ID#: 4AQ7I1PO, Project #: k2c758id
Houston, TX 77032 US 29 Oct 2019 18:44:50 UTC
1.800.FLEXIBLE Configured by: Flexible Lifelines

130lb

5.0’
2.1

0.0'

0.7'

0.7'

11.0'
805.51b
6.29

1,255.8lb

PAGE 4



